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 R ated
C apacity

S elf
Discharge

C harging
Methods

Approximately 3% per month
o o  (25 C  (77 F ))

C apacity
affected by 

Temperature

106%
100%

86%
65%

o o      40  C    (104  F )
o o      25  C    (77  F )

o o       0  C    (32  F )
o o     -15  C    (5  F )

F ull C harge

F loating C harge

Constant-Voltage Charge:  
Initial charging current:  less than 1.5A

o oVoltage: 14.40 V ~ 15.00 V at 25 C  (77 F)
Charging time: 15 ~18h
Constant-Current Charge:
Charging current: 0.1 =0.50A, when charging

voltage up to 14.40V, continue to charge 4h

C 10

No limit on Initial charging current
o oVoltage: 13.50 V ~ 13.80 V at 25 C  (77 F)

E lec tric al S pec ific ation

P hys ic al S pec ific ation

S tandard Terminal (mm)

Terminal Type B

Dimens ions  (mm)
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Nominal C apacity ( 10HR )

Dimension

Length

Width

C ontainer H eight

Total Height (with Terminal)

Weight

12V
5AH

B attery(with a cid):  Approx 1 .7 6kg ( 3.8 8lbs)

E lectrolyte: Approx 0 .3 9kg ( 0.8 6lbs)

* Sealed and  non-spillable AGM battery

* Maintenance-free

* Powerful 50 cold crank ing amps

120 2mm  (4.6 8 inches)

59 2mm  (2.3 2 inches) 

130 2mm  (5.1 2 inches)

130 2mm  (5.1 2 inches)
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YB5L-BS (12V5AH)

An ISO 9001, ISO 14001, OHSAS 18001 certified company

                          Hotline  : 09420077507

www.toyobatterymyanmar.com |  info@toyobatterymyanmar.com

An ISO 9001 (QMS) , ISO 14001 (EMS) , 45001(OHS)  certified company
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